OPTEMA PRECIO
100 3777€
180 4252 €
180S 4650 €
280 7397 €
280S 7785 €
Opcion Fuego EI120 169

Ddarque Fichet-Bauche MModéles de partes 109 120/ 1808 280 / 2805
Coulenr du produit Apprét BAL T040 r chis sis fmen) 240 30 e
Homologations vl Nem homologué L argeur pas sage (o) 805 O3 811
Homologations feu EI 120 aver Taption "Feu' Largews passage a 207 (mm) 750 569 667
Installation .Pm ﬂull-r?un congus pour Fite expose aus Houteur passage (mm) 2030 2030 2030

inbemperics Hauteur ext. {mm) 2167 2171 an
Informations sur les delais [ ——— Largeur ext (mm) 1200 1220 1350
Les portas Optema "S" app une p e comfra les Frids appros. (Ke) 783 1161 2010
atraques i lalanes thermigue =t ounds de découpe mécard de fine :

100 180/180S 280/280S
M3B+Moneo S 145 145
M3B+M3B 145 145
M3B+M3B+MONEO S 332 343
M3B+M3B+M3B 267 267
M3B+Kelnet B 807 785

Kelnet B 2SU-B

M3B+M3B+Kelnet B

Additional key M3B

31

Kelnet power supply 1 SU 199
ALARM
High risk loop 730

Caja export modelo 100/180

339

Caja export modelo 280

450

1202



Trademark
Product colour

Burglary certifications . ECE*S

Fire cenifications

Primer BAL 7040

Fichet-Bauche

EN1143.1 VI-XIKB
EI 120 with option "Fire"

Installation

Delivery time mfonnaton

exposed to bad weather

Produet not desizned to be

Doars madels VI Vi Vi ks H/XCD XI/KICD
Drefensive thickness (mm) 100 100 180 180 280 280
Frame thickness {ma} 40 140 310 320 a0 420
Claarance width {mry 395 203 L] 803 012 a1z
Clearance height [mm) 2050 2050 2030 2030 030 2050
External height (mm) 2167 2112 un T
External width {mar) 1133 1210 1219 1360

Approx weight (]

T30

OPTURA PRECIO
Vi 5110€
Vi 5644 €
Vil 6328 €
IX 6421 €
X 8873 €
XCD 9307 €
Xl 9377€
XI CD 9569 €
Opcion Fuego EI120 | 169 |
1st lock 2nd lock 3rd lock
MONEO V WAl 613 613 613
VIIL/ IX 652 652 652
X/XCD/XI/XI CD 652 601 601
Mauer 70011 VI / Vil 650 650 650
VIIL/ 1X 664 664 664
X/XCD/XI/XI CD 700 700 700
Kelnet grade C VI - Xl CD 1132 1132
Kelnet grade C- 2SU VI - XI CD 1809 1809
o Select 1 KelNet maximum
3 locks are compulsory for Optura XI,XIKB
o On KelNet Grade C the code is entered via rotating
menus and the field of view is limited
Kelnet power supply 1 SU 200
Kelnet power supply 2 SU 270
ALARM
| High risk loop 729
GRILLE GATE
Grid lock configuration M3B 691
Grid lock configuration M3B+M3B 781
Grille gate closer 312
Electrical door keeper
right/left 709
Caja export modelo VI-IX 339
Caja export modelo X-XICD 449




